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TOTAL DEPTH:

WELL ELEVATION

DATE ABANDONED
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13N _ 7E _ 30 WESTERN GOLDENGAS
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FofrnhGC-Ta SUBMIT IN InfËLICATE*

STATE OF UTAH (Other instructions on
reverse side)

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK 6. If Indian, Allottee or Tribe Name

la. Type of Work
7. Unit Agreement Name

DRILL DEEPEN O PLUG BACK
b. Type of Well Wildaat

Oil Gas Single Multiple 8. Farm or Lease Name
Well Well Other Zone Zone -

2. Name of Operator Fed . 1•30
Western Golden Gas Co. 9. Well No.

3. Address of Operator Vi 1d eat
Suite 322 #10 Exchange Place Salt Lake , 84111 10. Field and Pool, or Wildcat

4. c irfnacof Well eport location clearly and in accordance with any State requirements.*) ggg gg
11. Šec.,T., R., M., or Blk.

2320 ' FNL & 1955 FwL and surver r ^rea

At proposed prod. zone

Same Rich Utah
14. Distance in miles and direction from nearest town or post office* 12. County or Parrish 13. State

18 Miles North of Randolph, Utah 320 320
15. Distance from proposed* 16. No. of acres in lease 17. No. of acres assigned

location to nearest to this well
property or lease line, ft.
(Also to nearest drlg. line, if any) 685' 320 320

18. Distance from proposed location* 19. Proposed depth 20. Rotary or cable tools
to nearest well, drilling, completed,
or applied for, on this lease, ft. ROtary

21. Elevations (Show whether DF, RT, GR, etc.) 22. Approx. date work will start*

7025' Ground Level 8/1/79
23.

PROPOSED CASING AND CEMENTING PROGRAM

Size of Hole Size of Casing Weight per Foot Setting Depth Quantity of Cement

26" 20" 94# 60' 60 ex (to surface)
17¼" 13-3/8" 48# 600' 600 ex (to surface)
121" 9-5/8" 40# 6,000' 700 ex
8-3/4" 7" 32&35# 12,500' 700 ax

This well is programmed to test the Dinwoody and hosphor formations.
All formations with shows will be tested. All necessary precautions
will be taken to detect and control any H25, and all Department of
Oil, Gas, & Mining regulations pertaining to safety and safety equipment
will be met. A 13•5/8" • 5000 pai, Has trimmed BoP staok and a 5000 pai
choke manifold will be used from below surface casing to T.D. The BOP
and Manifold will be pressure-tested prior to drilling below any casing
string and every 30 days thereafter. Rams and Manifold will be tested
to 5000 pai and the hydril unit to 2500 Psi.

A topographical exception is requested due to the terrain involved,
and is noted on the accompanying topographical map.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If p osal is to deepen or plug back, give data on present productive zone and proposed new pro-

ductive zone. If proposal is to drill or deepen direction t data on subsurface locations and measured and true vertical depths. Give blowout
Sei

n 1

i

tl 8 Eg.... ........ ....... . ..... .. Date

(This space for Federal or State office bse)

Permit No. roval Date .

Approved by... .. . Title Date
Conditions of approval, if any:

*See Instructions On Reverse Side



PROJECT

WESTERN GOLDEN GAS INC.

T/3 N, R 7E, S.L.B. 8 M. weil location , located as shown
in the SE I/4 NW \/4 Section 30,TI3
N, R7E, S.L.B.8 M. Rich County, Utah.

N 87©47'E

79 80

NOTE

Basis of Begrings is a Sun Shot.

o

Wel/ Location

E/ev. Ungraded Ground - 7025

( Comp )

m E ---

RMIS^ERED LAND 5 JftyfYOR
REGISTRATION Ne 3137
STATE OF UTAN

80.10 UINTAH ENGINEERlNG a LAND SURVEYING
N 88°49'E

PO BOX Q - 110 EAST - FIRST SOUTH
VERNAL, UTAH - 84078

X = Section Corners Located scALE
, ,

|DATE
I = 1000 3/9 / 79

PARTY REFERENCES

SW I/4 Corner Section 31,Tl3N,R7E SEI/4Corner Section3l,TI3N,R7E, R.K. D.B. S-B GLO Plot

WEATHER FILE
K-Stone Cloudy,Windy 8 Cold WESTERN GOLDEN
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STATEOF UTAH
DIVISION OF OIL, GAS, ANDMINING

** FILE NOTATIONS **

Date: ¿/ / ff/ý

Operator:

Well No: 50
Location: Sec. Âg T. /fp' R. County:

Fife PaepaAed: / / Entexed on N.T.0, / /
Card indexed: / / Completion Sheet: / /

PT Numbek -

CHECKEDBY:

Administrative Assistant

Remarks:

Petroleum Engineer: 3-zo-79

Remarks:

Director:

Remarks:

INCLUDEWITHIN APPROVALLET :

Sond Requited: ' SuAvey Plat Requ¿Aed: / /
0&det No. Sutgace Casing Change / /

Rule C-3 Le1, TopogAaph¿c except¿on/ company owns on contAo£4 aen.eage
w¿th¿n a 660' tadlua og proposed aLte / /

0.K. Rule C-3 / / 0.K. In un¿t



SCOTT M. MATHESON OIL, GAS, AND MINING BOARD
Governor

CHARLESR.HENDERSON
GORDON E. HARMSTON STATE OF UTAH Chairrnan

E×ecutive Director,
NATURAL RESOURCES DEPARTMENT OF NATURAL RESOURCES

JOHN L.BELL
DIVISION OF OIL, GAS, AND MINING C. RAY JUVELIN

THADISW.BOXCLEON B. FEIGHT 1588 West North Temple CONSTANCE K. LUNDBERGDirector Salt Lake City, Utah 84116 EDWARD T. BECK

(801)5335771 E.STEELEMclNTYRE

March 22, 1979

Western Golden Gas Co.
Suite 322
#10 Exchange Place
Salt Lake City, Utah 84111

Re: Well No, Federal 1-30
Sec. 30, T. 13 N, R. 7 E,
Rich County, Utah

Gentlemen:

Insofar as this office is concerned, approval to drill the above
referred to well is hereby granted in accordance with the Order issued
in Cause No. 169-1.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER- Geological Engineer
ROME: 876-3001
OFFICE: 533-5771

Enclosed please find Form OGC-8-X, which ts to be completed whether
or not water sands (aquifers) are encountered during drilling,

Further, it is requested that this Division be notified within 24
hours after drilling operations commence, and that the drilling contractor
and rig number be identified.

The API number assigned to this well is 43-033-30020.

Very truly yours,

DIVISION OF OIL, GAS, ANDMINING

CLEONB. FEIGHT
Director

cc: U.S. Geological Survey '

enc. Order - Cause Nó.



e-as1C 1.ICK * Form a proved.
ay 1963) Budget urean No. 42-R1420.

NITER ÁTES '°' O '

DEPARTMENTOF THE INTERIOR ,.,,,,,,,,,,,,,,,

GEOLOGICAL SURVEY U-38474

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK O.3FINDIAN,ALLOTTSBORTRIBBMANE

18. TYPE OF WORK

DRILL@ DEEPENO PLUG BACKO '··'"" ''"""'"
b. Tyra or wax.t. Federal

°'i.... O ,. Ð .... ".:'" O L".LTWLB O •· =-= •= =·•••••

s. nauw or or.naron Federal
Western Gold'n Gas Company . WRI.L NO.

a. anommas or orsaarom 1-30

4. mm
10 rs.dr.» sun woor., on w!I.DCAT

At surface

gk gk (1984-PWhy-1984-PNL) Section 30, T13N, R7E, ¾"a' hoa
Atproposedprod.some S. . .& ., Rich Cont , Utah Sec. 30,,T13N, R7E

14. ossTaxem xx un.aa axo alascrios raon asanssT wown on rosT orraca* 12. couarr on raxima 18. swara

15 miles SW of Colceville, Wyoming Rich Henh
10. plBTANCE PROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNSD

LOCATION TO NBASEST 20 THIS WELLwaormarr om z.samas.ma, rr.
(Also to aearest drig. anit line, if any) 660 320 320

lŠ. DISTANCE PROM PROTOBED LOCATION* 19. PROPOSED DEPTB ' 20. ROTART OR CABLE TOOLS
TO NBAREST WELL, BRILI.IMO, COMPLETED,
.. arm.. som, on run. saa... rr- 2. 5. miles 12, 500 Rotary

21. -HTATIONS (ShoW Whether DF, RT, GB, ete.) 22. ArrxOE. DATE WOBE WILI. START*

6925', ungrafed ground i August 1, 1979
23. PROPOSED CABING AND FIEH15WTING PROGRAM '

BIES OF 801.E BIES OP CABINO WRIGET PER FOOT SETTING DEPTR QUANTITY OF CBMENT

26" 20" 96# 60' 60 «-v (rn
17½" 13-3/8" 48# 600' 600 av (t ce3
124" 9-5/8" 40# 6,000' 750 ex

8-3/4" 7" 32 & 35# 12,500 600 sx

This well is programmed to test the Dinwoody and Phosphoria fo ions
formations with shows will be tested.

A 13-5/8 - 5000 psi, H2S trimmed BOP stack and a 5000 psi choke man
be used from below surface casing to T.D. BOP and manifold will be pressure
tested prior to drilling below any casing string and every 30 days thereafter.
Rams and manifold tested to 5000 and hydril to 2500 psi.

All necessary precautions will be taken to detect and control any B2S encountered.

IN ABOTE SPACE DEBCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive some and proposed new prodnetive
sone. It proposal is to drill or deepea directionally, give pertinent data on subsurface locations and measured and trae vertical depths. Give blowout
preventer p it

wr, para

( is space for Federal tate oSee ase)

Arraovan av Trrr a aaTa
coxDETIONS OF APPROTAL, 27 ANT :

: *SeelustructionsOn Revers.



ROJECT

WESTERN LD 'n GAS INC.

T/3 N, R 7E, S.L.B. 8 M Well locotion located as shown
in the SE I/4 NW 1/4 Section 30,T13
N, R7E, S.L.B. 8 M. Rich County, Utah.

N 87°47'E

79 80

NOTE

Basis of Beorings is a Sun Shot.

FEDERAL #/-30
E/ev. Ungraded Ground - 6935'

o (comp)
30

CERT ICATE

MlS ST CERTIFr THAT THE ABOVE PLAT WAS PREPARED 'ROM

ELD NOTES ¥ ACTUAL SURVEYS MADE BY ME OR UNDEC My

SUPERVISiOP( AND THAT THE SAME ARE TRUE AND CORRECT T THE

BEST OF MY KNOWLEDGE AND BELIEr

REG STERED LAND SURV€YOR
Revised 11/19/79 REGlSTRAT10N 09 3137

. STATE OF UTAHRevised 7/\9/79

80.10 UINTAH ENGlNEERING Br LANo SURVEYING
N 88"49'E PO BOX Q - 110 EAST - FIRST SOUTH

ERNAL, UTAH - e4o7e
X = Section Corners Located scAL E DATE

I =1000 3/9/79
PARTY REFERENCES

SW \/4 Corner Section 31,Tl3N,R7E SE1/4Corner Section3\,TI3N,R7E, R.K. D.B. S.B. GLO Plot

WEATHER FILE
S ne Cloudy,Windy B Cold WESTERN GOLO'n



TEN POINT PLAN FOR

WESTERN GOLDIN GAS COMPANY

Federal 1-30, SE¼ NW¼ Section 30

T 13 N - R 7 E, Rich County, Utah

( To accompany " Application for Permit to Drill )

By

Robert E. Covington

Certified Professional Geologist

No. 1705

September 18, 1979 Vernal,



WESTERN GOLD'n GAS COMPANY

10 POINT PROGRAM

Attachment to Form 9-331-C " Application to Drill, Deepen or Plug Back".

WESTERN GOLD'n G AS COMPANY
Federal 1-30

SE¼ NW¼ Section 30, T13N-R7E

Rich County, Utah

1. Geologic name of surface formation: Wasatch Formation.

2. Estimated tops of important geologic markers:

Wasatch Surface
Unconformity 1 8591
Twin Creek 1859t*
Nugget 4313'
Ankareh 5552
Thaynes 7126'*
Woodside 10, 554'
Dinwoody 11, 370'*
Phosphoria 12, 5001*

* = faulted; repeats part of section. Data derived from
formations and faults encountered in Amaerican Quasar
28-1 well, Hogback Ridge, Section 28, T13N-R7E & Is
predicated on Phosphoria to be at 12, 500'. Actual tops
shoulc be encountered at lesser depths.

3. Estimated depths of anticipated water, oli, gas or other
mineral bearing formations:

Twin Creek 1859' Possible oil production.
Nugget 4313' Possible oil zone
Thaynes 7126' Possible o!! zones
Phosphoria 12, 500! Possible gas zone;

probably sour gas
4. Casing Program:

26"hole with 20'', 94# casing set at 601 and cemented w/60 s× to surface.
17#" hole with 13 3/8", 48# casing, set at 600I,cem.w/600 s× to surface.
12¼" hole, with 9 5/8" casing, 40#fft. , set at 60001 & cem. w/750 sx.
8 3/4" hole,. with 7" casing, 32 & 35#fft. at 12, 500' & cem. w/600



Ten Point Prr am
Western Gold Gas Company
Fed. 1-30, Rich Co. , Utah
Page Two

5. Lesseels or operators minimum specifications for pressure
equipment:

One 13 3/8", 5000 psi, HS trimmed, BOP stack will be used
and a 5000 ps! choke mantt2old will be used from below surface
casing to total depth.

BOP and manifold will be pressure tested prior to drilling
below any casing string and every 30 days thereafter. Rams
and manifold will be tested to 5000 ps! and hydril to 2500 psi.

All necessary precautions will be taken to detect and control
any H2S encountered. For details see 13 point program, attached.

6. The type and characteristics of the proposed circulating medium
or mediums and the quantities and types of mud and weighting
materials to be maintained.

It is proposed to drill this well using conventional drilling fiulds,
using IIght, non-dispersed, conventional bentonite gel. Mud weight
will be maintained at 9.O#fgallon or less. If a thick salt section
is encountered, the mud system will be converted to a salt base
mud. If only stringers of salt are encountered, a non-dispersed
or dispersed system will be used to control rheology and water loss.

Hydrogen sulfide equipment is to be operational at all times and
H25 scavengers will be on hand before drilling into the Phosphoria
Formation. VWter loss will especially be checked and watched in
the drilling mud system just above the top of the Phosphoria.

Conventional lost circulation materials will be used if needed.
Weighting materials wil I be barite.

7. Auxiliary Equlpment:

Consult " 13 Point Program" attached to and accomanying this re-
port for drilling in H2S area and auxiliary equipment for this pro-
gram. ( Includes self-contained breathing apparatus, radio and
telephone communication equipment, hand held HS detectors, one
resusicator, one stetcher, one visible and audib e alarm system,
etc.

8. Testing, Logging, or Coring:

A. Any shows of oil or gas considered worth testing by well site
geologist will be drill stem tested.

B. Electric logs will be run prior to setting 12¼" casinf and prior
to running 8 3/4" casing or at total depth. Logs will probably consist
of Dual Induction Laterlog with Gamma Ray, Gamma Ray - Formation
Density with caliper and Borehole Compensated Sonic



Ten Point Prd!|fram
Western Gold'n Gas Company
Federal 1-30, Rich Co., Utah
Page Three

8. Testing, Logging, or Coring, Contd.

C. Fracturing or other treatment program Information is not
known at present time. A program will be submitted for approval
prior to treatment or fracturing . A basic frac equipment layout
is included in the accompanying " 13 Point Program".

D. No coring is anticipated.

9. Abnormal Pressure or Temperature:

No abnormal pressures or temperatures are expected.

10. The anticipated starting date and duration of operations:

Anticipated starting date is October 15, 1979.

Duration of Operation is expected to be 4 to 6 months.

Robert E. Covington, P.G. #1705
Fort Western Goldtn Gas Company

Vernal, Utah ..
.:•·

·

September 18, 1979

Accompanies " 13 Polnt Program"
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Well Site Layout

e 1" = 50' = Shows permanent production equipment to be installed aft dri lin ri
loved out. The fenced pit used for production will be covered if any fluid is present.
drilling and production pads will be constructed with dozers and graders using native material.

ed lines indicates perimeter of leveled location.
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Re to Specification No. H-8
. Ethuive Date: June 1, 1973

H

C C *

CC -
, y atry «

B

B '

A g

C

DD

·
- ScALE: NONE

STANDARD BASIC WELL HEAD HOOK-UP
5.000*W.P.(CHOK~ TEN 3.
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- Pump '

Trucks .
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.
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TNISLAYOlifMYVMYDUETOTERRAIN,AS LONGASDISTANCESARE035EhYiDs

n r evafling winddirection in positioning equipmenton well location

A. Locate storage tanks downwind or crosswindfrom weilhead,

8. Locate fra equipment uputad or crosswindfrom condensate or
oil storage tanks.

. C. Locate flare pit crosswindfrom all storage



ARCHEOLOGICAL- ENVIRONMENTAL
RESEARCHCORPORATION

P.O. Box 17544 - Salt Lake City, Utah 84117
Tel.:(801) 486-0261

May 17, 1979

Subject: Archeological Survey of a Drill Site and Access
Roads in Rich County, Utah

Project: Western Golden Gas

Project No.: WGG-79-1

Permit No.: 79-Ut-061

To: V Mr. Pat Driscoll, 2364 St. Mary's Drive, Salt Lake
City, Utah 84108

Western Golden Gas, Suite 325, No. 10 Exchange
Place, Salt Lake City, Utah 84111

Salt Lake District Manager, Bureau of Land
Management, 2370 So, 2300 W., Salt Lake City,
Utah 84119

Wasatch Area Manager, Bureau of Land Management,
2370 So. 2300 West, Salt Lake City, Utah 84119

Info: Mr. Richard Fike, BLM Archeologist, Bureau of
Land Management, University Club Bldg., 136 East
South Temple, Salt Lake City, Utah



PROJECT

WESTERN GOLD 'n GAS INC.

T/3 N, R 7E, S. L.B. 8 M. Well location located as shown
in the SE I/4 NW 1/4 Section 30,TI3
N, R7E, S.L.B. 8 M. Rich County, Utah.

N 87°47'E

79 80

NO TE-

Basis of Bearings is a Sun Shot.

O a

FEDERAL #/-30

less' E/ev. Ungraded Ground-6923'

( Co rnp.)

30-

CER T1FICATE

THis is TO CERTlFy THAT THE AB E PLAT WAS PREPARED CROM

FIELD NOTES OF ACTUAL SURvEYS MADE B ME OR UNDER MY

SUPERVISioN AND THAT THE SAME ART Teuf AND CORRECT TO TNE

BEST OF MY «NOWLEDGE AND BEL EF /

REGISTERED LAND SURVEYOA
REGISTRATION Ne 3537

Revised 7/\9/79 STATE OF UTAH

80.10 ÜINTAH ENGINEERING a LAND SURVEYING
N 88"49'E E 0. BOX Q - 110 EAST - FIRST SOUTH

ŸERMAL, UTAH - 84078

X = Section Corners Locoted SCALE DATE
!" = 1000 3/9 / 79

PARTY REFERENCES
SW I/4 Corner Section 31,Tl3N, R7E SE \/4 Corner Section31,TI3N,R7E, R.K. D.B. S.B. GLO Plot

WEATHER FILE
X Stone . Cloudy,Windy B Cold WESTERN GOLD'n



WESTERN GOLD'N GAS COMPANY

13 Point Surface Use Plan

For

Well Location

Federal #1-30

Section 30, T13N, R7E, S.L.B.& M.

Rich County,



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

1. EXISTING ROADS

(See attached Topographic Map "A")

To reach Western Gold'n Gas Company well location, Federal #1-30
located in the SEk NW¼ Section 30, T13N, R7E, S.L.B.& M. from Randolph,
Utah:

Proceed North out of Randolph, Utah, on Utah State Highway 16, 8.5
miles to its intersection with Utah State Highway 30, known as Sage Creek
Junction; proceed Northeasterly on an improved dirt road 5.2 miles to the
point that an existing improved dirt road exits to the West; proceed
Westerly on this road 2.8 miles to the point where the road forks to the
North and Northwest; proceed Northwesterly 1.6 miles to the point where
the road forks to the North and West; proceed Westerly 0.3 miles to the
point that an existing dirt road exits to the South; proceed Southerly
on this road 1.2 miles to its intersection with a road running East and
West; proceed Westerly on this road 2.4 miles to the point that the
planned access road (to be discussed in Item #2) leaves the existing road
and proceeds in a Northerly direction to the proposed location sîte.

The highways mentioned above are bituminous surfaced roads to Sage
Creek Junction at which point the roads are dirt and are constructed
from materials acquired during construction. This material consists of
sandy clay material with some fine gravels.

There is no anticipated construction on any portion of the above
described roads. They will meet the necessary standards required to
facilitate an orderly flow of traffic during the drilling phase, completion
phase, and production phase of this well at such time that production is
established.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained
at the standards required by the B.L.M. or other controlling



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& N.

2. PLANNED ACCESS ROAD

(See Topographic Eap "B")

The proposed access road leaves the existing road described in
Item #1 in the SE¼ SW¼ Section 30, T13N, R7E, S.L.B.& M. and proceeds
in a Northerly direction 0.5 miles to the groposed location site.

In order to facilitate the anticipated traffic flow necessary to
drill and produce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side
of the centerline) with drain ditches along either side of the proposed
road where it is determined necessary in order to handle any run-off

from normal meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1½ to 1 slopes
and terraced.

There will be two culverts required along this access road. (See
Topographic Eap "B" for the location of these culverts) These culverts
will be placed under the direction of the B.L.M. and will meet their
specifications.

The road will be centerline flagged prior to the commencement of
construction.

If deemed necessary by the local governmental agencies or their rep-

resentatives, turnouts will be installed for safety purposes every 0.25
miles or on the top of ridges that will provide the greatest sight distance.
These turnouts will be 200' in length and 10' in width and will be tapered
from the shoulder of the road for a distance of 50' in length at both the
access and the outlet end.

Any fences that are encountered along this access road will be cut and
replaced with a cattleguard having a minimum width of 18' and a loading factor
large enough to facilitate the heavy trucks required in the drilling and
production of this well.

If cattleguards are to be located at existing gates, they will be
installed with the above requirements and with a new gate installed at one
end of the



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

2. PLANNED ACCESS ROAD - Continued

The access from the road to the gate will be of such a nature that
there will be no impedance of traffic flow along the main access road and
no difficulties encountered by traffic utilizing the gate either leaving
or entering the proposed access road.

All lands involved in this action are under B.L.M. jurisdiction.

The terrain traversed by this road is in the form of a large ridge
which is sparsely vegetated with sagebrush and grasses.

3. LOCATION OF EXISTING WELLS

(See Topographic Eup "B")

There are no known water wells, producing wells, abandoned wells,
disposal wells, drilling wells, shut in wells, injection wells, monitoring
or observation wells for other resources within a one mile radius of this
location site.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

There are no Western Gold'n Gas Company tank batteries, production
facilities, oil gathering lines, gas gathering lines, injection lines, or
disposal lines within a one mile radius of this location site.

In the event that production is established, plans for a flowline from
this location to existing lines in the area will be submitted to the proper
authorities.

In the event that production of this well is established, the existing
area of the location will be utilized for the establishment of the necessary
production facilities.

The total area that is needed for the production of this well will
be fenced and cattleguards will be utilized for access to these facilities.

The area will be built if possible, with native materials and if these
materials are not available then the necessary arrangements will be made to
get them from private



WESTERN GOLD'N GAS CONTANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

4. LOCATION OF EXISTING AND PROPOSED FACILITIES - Continued

These facilities will be constructed using bulldozers, graders, and
workman crews to construct and place the proposed facilities.

If there is any deviation from the above, all appropriate agencies
will be notified.

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

Water to be used in the drilling of this well will be hauled by
truck from SixmileReservoirat a point located in the NW¼ SW¼ Section 25,
T13N, R7E, S.L.B.& M. Water will be hauled over existing roads and the
proposed access road approximately 7.1 miles to the location site.

In the event this is not a suitable source an alternate source will
be decided upon and all concerned agencies will be notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION BATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site and
access road. No additional road gravels or pit lining material from other
sources are anticipated at this time, but if they are required the appropriate
actions will be taken to acquire them from private sources.

All surface disturbance area is on B.L.M. lands.

7. METHODSFOR HANDLING WASTE DISPOSAL

See location layout sheet.

A reserve pit will be constructed.

The reserve pit will be approximately 8' deep and at least one half of
this depth shall be below the surface of the existing ground.

One half of the reserve pit will be used as a fresh water storage area
during the drilling of this well and the other one half will be used to store
non-flammable materials such as cuttings, salts, drilling fluids, chemicals
and produced fluids,



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

7. METHODS FOR HANDLING WASTE DISPOSAL - Continued

Ifr deemed necessary by the agenciestconcerned to ptevent contamination
to surrounding areas,.the reserve pits will be lined with a gel.

The pits will have wire and overhead flagging installed if deemed
necessary to protect the water fowl, wildlife, and domestic animals.

At the onset of drilling, the reserve pit will be fenced on three sides
and at the time drilling activities are completed, it will be fenced on the
fourth side and allowed to dry completely prior to the time that backfilling
and other reclamation activities are attempted.

When the reserve pit dries and reclamation activities commence, the pits
will be covered witha minimumof four feet of soil and all requirements in
Item #10 will be followed.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen.

9. WELL SITE LAYOUT

See location layout sheet.

The B.L.M. District Manager shall be notified before any construction
begins on the proposed location site.

As mentioned in Item #7, the pits will be unlined unless it is determined
by the representatives of the agencies involved that the materials are too
porous and would cause contamination to the surrounding area. Then the pits
will be lined with a gel and any other type material necessary to make them
safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See Location Layout Sheet) When all drilling
and production activities have been completed the location site and access
road will be reshaped to the original contour and stockpiled topsoil spread
over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences around
pits are to be removed upon completion of drilling activities and all waste
being contained in the trash pit shall be buried with minimum of 4' of
cover.

As mentioned in Item #7, the reserve pits will be completely fenced
with wire and overhead flagging installed if there is oil in the pits, and
then allowed to dry completely before covering.

Restoration activities shall begin within 90 days after completion of
the well. Once completion activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed, the location site and
access ramp shall be reseeded with a seed mixture recommended by the B.L.M.
District Manager when the moisture content of the soil is adequate for germ-
ination. The Lessee further covenants and agrees that all of said cleanup
and restoration activities shall be done and performed in a diligent and
most workmanlike manner and in strict conformity with the above mentioned
Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area (See Topographic Map "A")

The topography of the general area is in the form of a large drainage
valley running in a North-South direction consisting of the Bear River as
the main perennial stream and numerous other perennial and non-perennial
streams as well as swamps and marshes. This valley is bordered on the
East by a large mountain range known as the Bear River Divide and on the
West by the Wasatch Ebuntain Range and the Bear River Ebuntain Range.

The valley floor contains numerous canyons and ridges formed by the
non-perennial streams of the area. The sides of these canyons are relatively
steep and ledges formed in sandstone, conglomerate, and shale deposits are
common to the



WESTERN GOLD'N GAS CONTANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

11. OTHER INFORMATION - Continued

The geologic structures of the area that are visible are of the Knight
Conglomerate (Eocene Epoch) Tertiary Period in the upper elevations and the
cobblestone and younger Alluvial deposits from the Quanternary Period.

The topsoil in the area ranges from a light brownish-gray sandy clay
(SM-ML) type soil with poorly graded gravels to a clayey (OL) type soil.

The majority of the numerous washes and streams in the area are of a
non-perennial nature flowing during the early spring run-off and heavy
rain storms of long duration which are rare as the normal annual rainfall
in the area is only 10".

Due to the low precipitation average, climatic conditions, and the
marginal types of soils, the vegetation that is found in the area is common
of semi-arid regions and consists of areas of sagebrush, rabbitbrush,
grasses, and some cacti as the primary flora. In the lower elevations near
the perennial streams, the vegetation consists mainly of grasses.

The fauna of the area consists predominantly of the mule deer, coyotes,
rabbits and varieties of small ground squirrels and other types of rodents.
The area is used by man for the primary purpose of grazing domestic sheep
and cattle.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The Topography of the Immediate Area (Topographic Map "B")

Federal #1-30 is located on the top portion of a large ridge known as
Hogback Ridge. This ridge runs in an East-West direction and is bordered
on the North by Sixmile Creek and on the South by the South Fork of Sixmile
Creek, both of which .areperennialstfeams. The location site lies approximately
8 miles West of the Bear River, which is also a perennial stream. The area
contains numerous springs.

The majority of the drainages in the area around this location run in
a Northeasterly direction into Sixmile Creek which is a tributary to the
Bear



WESTERN GOLD'N GAS COMPANY
Federal #1-30
Section 30, T13N, R7E, S.L.B.& M.

11. OTHER INFORMATION - Continued

The terrain in the vicinity of the location site slopes from the West
through the location site to the East at approximately a 10% grade into a
large drainage which is a tributary to Sixmile Creek.

All lands disturbed by this location site and road are under BIL.M.
jurisdiction.

The vegetation in the immediate area surrounding the location site is
predominantly sagebrush and grasses. There are no occupied dwellings or
other facilities of this nature in the general area. There are no visible
archaeological, historical, or cultural sites within any reasonable proximity
of the proposed location site.

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Enid Bourgeois
322 New House Building
Salt Lake City, Utah 84111

Telephone: 801-322-0417

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar with
the conditions which presently exist; that the statements made in this plan
are, to the best of my knowledge and belief, true and correct; that the work
associated with the operations proposed herein will be performed by Western
Gold'n Gas Company and its contractors and sub-contractors in conformity
with this plan and the terms and conditions under which it is approved.

Date Enid
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Cetober 31, 1979

lues.teAn Gold'n Gao Company
322 Nov House Su¿Lding
Satt Lake C¿ty, Utah $4111

Re: WeLL No. FedeAmt 1- 30
Sec. 30, T. 13R, R. 1E.,
R¿ch Cowity, Utah

Gentfenen:

VouAappt¿cat¿on gotthe abovetegenencedweLL, located 2320 FYL
and 1955 FWLwas app¢oved Maxch 22, 1979. One Oc.tobeA 10, 1979,
anothex appfleat¿on ma Aeceived (on the same wett, 6at th¿s t¿me the
locat¿an on the appf¿cat¿on twa 1980 FWL and 1980 FNL wh¿Le de plat
shaos de ptev¿ouofy apptoved Locot¿on og 2320 FMLand 1955 FWL.

VouA company was contacted he¿ce as to the Acason gar b'te subsequent
appf¿cet¿on w¿th no teaf acaponse, As gax as .th¿a og¿ee ¿a conceanei,
the appfleadlon and approvat m¿lf shty de same as was appAoved on
Match 22, 1979.

I £ you w¿ah to move .t/te toext¿on of the weLL, a new aanvey plot
and aunday no.t¿cc tc¿LL have to be (¿ted. 14 gou itave any gutthet quest¿ona,
please contact me.

SinceAefy,

DIVISION OF OIL, GAS ANDMIWING

Bonn¿e Melendez
SecAetary

/btm

ec:



NELSONJ.MARSHALL
Phone 789-0272

OFFICE LOCATION
85 SOUTH 200 EAST

GENE STEWART
,

PHONE 789-1017
Phone 789-1795

LA\NRENCEC.KAY PO.B
Phone 789-1125 VERNAL,UT 78

November 9, 1979

Utah State Division of
Oil and Gas Conservation
1588 West, North Temple
Salt Lake City, Utah 84116

Attention: Mr. Mike Ninder

Dear Sir:

We are hereby requesting a variance in spacing for Western Gold'n
Gas Inc. well location Federal #1-30, which is located 2375' FNL and
1818' FWL, Section 30, T13N, R7E, S.L.B.& M.

Variance is requested due to severe topography and at the suggestion
of the Bureau of Land Management.

Footages from Section lines are final as moved on November 8, 1979.

Respectfully,

Gene Stewart
Consultant
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February 26, 1980

Western Golden Gas Co.
Suite 322
#10 Exchange Place
Salt Lake City, Utah 84111

Re: Well No.Fed. 1-30
Sec. 30, T. 13N, R. 7E
Rich County, Utah

Gentlemen:

In reference to above mentioned well, considerable time has gone
by since approval was obtained from this office.

This office has not received any notification of spudding. If you do
not intend to drill this well, please notify this Division. If spudding or
any other activity has taken place, please send necessary forms. If we do
not hear from your company within fifteen (15) days, we will assume you do
not intend to drill this well and action will be taken to terminate the appli-
cation. If you plan on drilling this location at a later date, please notify
as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

DIVISION OF OIL, GAS, AND MINING

JANÌCE TABISH
CLERK



VVESTERN G 'N GAS COIVIPANY

FRED F AUERBACH
President

March 12, 1980

Ms. Janice Tabish
State of Utah
Department of Natural Resources
Division of Oil, Gas, and Mining
1588 West North Temple
Salt Lake City, UT 84116

Re: Well No. Fed. 1-30
Sec. 30, T. 13N, R. 7E
Rich County, Utah

Dear Ms. Tabish:

We acknowledge receipt of your letter dated February 26,
in reference to the above referenced well. Please be advised
that we intend to drill this well, and are hoping to be spudding
within 45 to 60 days.

We will keep you advised of our activity as it takes place.

Enid Bourgeois
Secretary & Treasurer

EB:slh

MAR1 4 1980

DIVISION OF
OIL, GAS & MINING

322 NEWHOUSE BUILD\NG / SALT LAKE CITY, UTAH 84111 / TELEPHONE (801)



Oecember 8, 1980

Weatean Golden Gaa Company
Suite 322
#10 Exchange Place
att Lake C¿ty, utah 84111

RE: Wett. No. FedeAaf #1-30
Sec. 30, T. 134, R. 7E.,
Pich coun.ty,utah

Gent£emen:

In tegeAenee .to above ment¿oned weLL, cona¿deAable time has gone
by ainee appaaval was oLt1¿ned (som .th¿a og£¿ce.

Th¿a oggice nece¿ved noti£1eat¿on og spudd¿ng .to commence axound
Apr¿L on May og 1980 (Aom yout og£Lee. Ig you do not intend t.o dx¿lf th¿a
wett., ptease
not¿dy .th¿s D¿v¿s¿on. 16 apuddatg or any othem acL¿v¿ty has taken place,
please send necessaxy goama. I( we do no.t heat (som youA companym¿th¿n £Lg-
.teen ( 15) days , we w¿LL as s ume you do no-t ottendt.o dalf f f.h¿a wetL and action
m¿£L be taken .to .tetur¿nate .the appt¿ca ¿on. I ( you plan on dn¿£L¿ng t.h¿a Lo-
cat¿on a a lateA date, ptease not¿¿y as auch.

VouA promp.t attent¿on .to t.he above m¿Lt. be gaeatl.y appree.¿ated.

Vexy .taußV 00 As,

DIVISION OF OIL, GAS, ANDMININGS

BARBARAHILL
WELLRECORUS



July 10, 1981

Western Golden Gas Company
Suite 322
#10 Exchange Place
Salt Lake City, Utah 84111

Re: Well No. Federal #1-30
Sec. 30, T. 13N, R. 7E
Rich County, Utah

Gentlemen:

Appeoval to drill the above mentioned well, which was granted in our letter
of 10-31079, is hereby terminated for failure to spud it within a reasonable
period of time.

If and when you should decide to drill this well, it will be necessary for
you to agiàn obtain the approval of thia Division.

Very truly yours,

DIVISION OF OIL, GAS, AND MINING

Cleon B. F ght
Director
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